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AMENDMENTS TO THE SPECIFICATION WITH MARKINGS TO SHOW 
CHANGES MADE 

Change the title to read -OPERATING METHOD AND APPARATUS FOR 
CONTROLLING A MACHINE TOOL--. 

Before paragraph [0001], add the heading -BACKGROUND OF THE 
INVENTION-. 

Before paragraph [0006], add the heading -SUMMARY OF THE INVENTION-. 
Amend paragraphs [0006] and [0007] as follows: 

[0006] - Tho objoot i c ach i ovod by i nvention roo i t e d by tho o l a i ms cubjoot 
m a tt e r of th e i nd e p e nd e nt c l a i ms 1, 17 and 18. Advant a g e ou s d e v el opm e nts 
omorgo from tho subc l a i ms . In accordance with one aspect of the invention, a 
machine tool has a control device that is adapted to process a step sequence and 
means for wirelesslv reading out at least one part program from a workpiece data 
carrier assigned to a workpiece while processing the step seguence. The machine 
tool machines that workpiece in accordance with the part program that was read 
out bv the control device .-. 

[0007] - By v i rtuo of tho foatur e that tho contro l dov i co Since the machine tool 
reads out at least one part program from a workpiece data carrier assigned to the 
workpiece and machines the workpiece in accordance with the part program read 
out, each workpiece carries its own machining instruction with it A so to speak. The 
workpiece can therefore be fed - without prior corresponding programming of the 
machine tool - to any machine tool that is basically suitable.--. 

Before paragraph [0019], add the heading -BRIEF DESCRIPTION OF THE 
DRAWING-. 
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Before paragraph [0025], add the heading -DETAILED DESCRIPTION OF 
PREFERRED EMBODIMENTS-. 

Page 16, after the heading "CLAIMS" and before the first claim add -What is 
claimed is:--. 
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